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BLUETOOTH LOW ENERGY AND LTE
COEXISTENCE ENHANCEMENTS

CROSS REFERENCE TO RELATED
APPLICATIONS

This application is a continuation, and claims priority
under 35 U.S.C. §120 from nonprovisional U.S. patent appli-
cation Ser. No. 14/017,546, entitled “Bluetooth Low Energy
and LTE Coexistence Enhancements,” filed on Sep. 4, 2013,
the subject matter of which is incorporated herein by refer-
ence. Application Ser. No. 14/017,546, in turn, claims priority
under 35 U.S.C. §119 from U.S. Provisional Application No.
61/697,150, entitled “Bluetooth LE and LTE Coexistence
Enhancements,” filed on Sep. 5, 2012, the subject matter of
which is incorporated herein by reference.

TECHNICAL FIELD

The disclosed embodiments relate generally to wireless
network communications, and, more particularly, to Multi-
Radio Terminals (MRT) containing Long Term Evolution
(LTE) radio frequency (RF) module and Bluetooth low
energy (BLE) RF module.

BACKGROUND

As the demand for wireless communication continues to
increase, wireless communication devices such as cellular
telephones, personal digital assistants (PDAs), smart hand-
held devices including Smartphones, laptop computers, tablet
computers, etc., are increasingly being equipped with mul-
tiple radio transceivers. A multiple radio terminal (MRT) may
simultaneously include a Long-Term Evolution (LTE) or
LTE-Advanced (LTE-A) radio, a Wireless Local Area Net-
work (WLAN, e.g., WiFi) access radio, and a Bluetooth or
Bluetooth Low Energy (BLE) radio. Due to radio spectrum
regulation, different technologies may operate in overlapping
or adjacent radio spectrums. For example, LTE/LTE-A Time
Division Duplex (TDD) mode (Band 40) often operate at
2.300-2.400 GHz, WiFi often operate at 2.400-2.483.5 GHz,
and Bluetooth or BLE often operate at 2.402-2.480 GHz.

Simultaneous operation of multiple radio modules co-lo-
cated on the same physical device, however, can suffer sig-
nificant degradation including significant interference
between them because of the overlapping or adjacent radio
spectrums. Due to physical proximity and radio power leak-
age, when the transmission of data for a first radio module
overlaps with the reception of data for a second radio module
in time domain, the second radio module reception can suffer
due to interference from the first radio module transmission.
Likewise, data transmission of the second radio module can
interfere with data reception of the first radio module.

FIG. 1 (Prior Art) is a diagram that illustrates interference
between a LTE radio module LTE11 and a BLE master radio
module BLE12 that are co-located in a multiple radio termi-
nal MRT10. In LTE TDD mode, LTE11 transmits and
receives data via scheduled uplink (UL) transmitting and
downlink (DL) receiving time slots on a frame-by-frame
basis. For example, each LTE frame is 10 ms. For TDD
configuration #1, each frame contains a scheduled 2 ms UL
for transmitting operation followed by a scheduled 3 ms DL
for receiving operation, and so on so forth. On the other hand,
for BLE operation, a BLE master and a BLE slave alternate
one or more pairs of TX transmission and RX reception
during a connection interval. A time inter-frame-spacing
(T_IFS) separates each TX and RX operation. For example,
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each connection interval is 10 ms, and contains two TX-RX
pairs. Each T_IFS is 150 us long, and each TX/RX operation
ranges from 80-376 us with 1 Mbps data rate. Because LTE11
and BLE12 radio modules are co-located within MRT10, in a
general, the transmission of one radio module will interfere
with the concurrent reception of another radio module. As
illustrated in FIG. 1, data transmission in TX2 of BLE12
interferes concurrent DL data reception of LTE11, and data
reception in RX2 of BLE12 is interfered by concurrent UL
data transmission of LTE11. Similarly, data transmission in
TX4 of BLE12 interferes concurrent DI data reception of
LTE11, and data reception in RX4 of BLE12 is interfered by
concurrent UL data transmission of LTE11. (Please note that
for the purpose of illustration, the time scale of related parts in
FIG. 1 is incorrect.)

Filters are often used to mitigate such coexistence interfer-
ence when there is more than 30 MHz frequency guard band
separating the interfering frequencies. Imperfect TX filter
design, however, may still result in unacceptable coexistence
interference. In addition, to save filtering cost, a pure TDM
(Time Division Multiplexing) solution is still preferred, espe-
cially when there is only limited frequency guard band.
Therefore, the TX/RX timing of a BLE data packet can be
aligned with the LTE UL/DL period by selecting an anchor
point of the connection interval to prevent coexistence inter-
ference.

FIG. 2 (Prior Art) is a diagram that illustrates a TDM
solution for preventing coexistence interference between a
BLE master device and a co-located LTE radio module. As
shown in the top half of FIG. 2, each connection interval
contains one TX-RX pair and is 5 ms long for BLE operation,
and an anchor point is selected at time tl1. For BLE data
transmission, the data packet in TX1 is 300 bits long, while
the data packet in TX2 is 160 bits long. It can be seen that by
selecting the anchor point at t1, there is no coexistence inter-
ference for TX1/RX1. However, when the data packet in TX2
becomes shorter, the BLE data reception in RX2 is interfered
by the concurrent UL transmission of the collocated LTE
radio module. On the other hand, as shown in the bottom half
of FIG. 2, each connection interval contains one TX-RX pair
and is 5 ms long for BLE operation, and an anchor point is
selected at time t2. In this example, the data packet in TX3 is
80 bits long, while the data packet in TX4 is 232-376 bits
long. In can be seen that by selecting the anchor point at t2,
there is no coexistence interference for TX1/RX1 even for the
shortest empty payload packet in TX3. However, when the
data packet in TX4 becomes longer, the BLE data transmis-
sion in TX4 interferes the concurrent DL reception of the
collocated LTE radio module. Therefore, carefully aligning
BLE TX/RX with LTE UL/DL may not work as the BLE
packet length changes. A solution is sought to prevent coex-
istence interference between BLE device and collocated LTE
radio module effectively.

SUMMARY

Methods for preventing coexistence interference between a
Bluetooth Low Energy (BLE) radio and a collocated LTE
radio are provided.

Ina first solution, the BLE radio adds padding bytes to BLE
packets such that the total packet length falls in a specific
range to prevent coexistence interference. The BLE radio first
selects a connection interval to align a BLE connection event
with the frame timing of the collocated LTE traffic to prevent
coexistence interference when the length of a BLE packet
falls in a specific range. The BLE radio then checks the length
of the BLE data packet and verifies if corresponding data
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transmission and reception will interfere with the LTE traffic.
If there is potential interference, then the BLE radio adds
padding bytes to the BLE data packet such that the total length
of'the padded packet falls within the specific range to prevent
interference. In one embodiment, the collocated BLE radio is
a BLE slave, which determines a desired connection interval
based on the LTE traffic pattern. A slave-initiated connection
update procedure is provided to adjust the connection interval
to prevent coexistence interference.

In a second solution, the BLE radio limits the total BLE
packet length to a predefined length to prevent coexistence
interference. The BLE radio selects a connection interval and
anchor time to align a BLE connection event with a frame
timing of the collocated LTE radio. With proper alignment,
the BLE data transmission and following data reception do
not interfere with the LTE traffic when a data transmission
time of the BLE data packet is within a specific range. In this
solution, the data transmission time is within the specific
range by limiting the data packet length to a predefined
length, which is based on T_IFS.

In a third solution, the data rate for transmitting the BLE
packets is higher than a predefined rate to prevent coexistence
interference. The BLE radio selects a connection interval and
anchor time to align a BLE connection event with a frame
timing of the collocated LTE radio. With proper alignment,
the BLE data transmission and following data reception do
not interfere with the LTE traffic when a data transmission
time of the BLE data packet is within a specific range. In this
solution, the data transmission time is within the specific
range by increasing the data rate to a predefined rate, which is
based on T_IFS.

In a fourth solution, the BLE radio dynamically adjusts the
time inter-frame-spacing (T_IFS) value to prevent coexist-
ence interference with the collocated LTE radio. The BLE
radio first selects a connection interval and anchor point such
that the data transmission of the data packet does not interfere
any DL reception of the collocated LTE device. The BLE
radio then adjusts the default T_IFS length such that the
following data reception is not interfered by any UL trans-
mission of the collocated LTE radio. The T_IFS adjustment is
determined based on the LTE traffic pattern and the transmit-
ted BLE data packet length dynamically.

Other embodiments and advantages are described in the
detailed description below. This summary does not purport to
define the invention. The invention is defined by the claims.

BRIEF DESCRIPTION OF THE DRAWINGS

The accompanying drawings, where like numerals indicate
like components, illustrate embodiments of the invention.

FIG. 1 (Prior Art) is a diagram that illustrates coexistence
interference between a BLE device and a co-located LTE
radio module.

FIG. 2 (Prior Art) is a diagram that illustrates a TDM
solution for preventing interference between a BLE master
device and a co-located LTE radio module.

FIG. 3 illustrates a simplified block diagram of a Multi-
Ratio Terminal (MRT) having a LTE radio module and a BLE
device in a wireless communication system in accordance
with one novel aspect.

FIG. 4 illustrates a first solution of allowing padding bytes
in BLE data packets to prevent co-existing interference in
accordance with one novel aspect.

FIG. 5 illustrates an example of BLE data packets with
padding length indication and padding.
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FIG. 6 illustrates one embodiment of dynamic connection
interval update to save energy in accordance with one novel
aspect.

FIG. 7 is a flow chart of preventing co-existence interfer-
ence from a BLE master perspective in accordance with one
novel aspect.

FIG. 8 illustrates one example of a slave initiated connec-
tion interval update by adding a new offset field in L2CAP
packet.

FIG. 9 illustrates one example of a slave initiated connec-
tion interval update procedure.

FIG. 10 is a flow chart of preventing co-existence interfer-
ence from a BLE slave perspective in accordance with one
novel aspect.

FIG. 11 illustrates a second solution of limiting BLE data
packet length to prevent co-existing interference in accor-
dance with one novel aspect.

FIG. 12 illustrates a third solution of selecting anchor point
with high BLE data rate to prevent co-existing interference in
accordance with one novel aspect.

FIG. 13 is a flow chart of preventing co-existence interfer-
ence via the second and the third solution in accordance with
one novel aspect.

FIG. 14 illustrates a fourth solution of dynamically adjust-
ing BLE T_IFS to prevent co-existing interference in accor-
dance with one novel aspect.

FIG. 15 is a flow chart of preventing co-existence interfer-
ence via the fourth solution in accordance with one novel
aspect.

DETAILED DESCRIPTION

Reference will now be made in detail to some embodi-
ments of the invention, examples of which are illustrated in
the accompanying drawings.

FIG. 3 illustrates a simplified block diagram of a Multi-
Ratio Terminal (MRT) in a wireless communication system
300 in accordance with one novel aspect. Wireless commu-
nication system 300 comprises a base station (e.g., eNodeB in
LTE systems) eNB 310, an MRT (e.g., a user equipment in
LTE systems) UE 320, and a peer Bluetooth low energy
(BLE) device BLE 350. UE 320 simultaneously includes an
LTE radio module 321 and a BLE radio module 331. UE 320
communicates with its serving base station eNB 310 using
LTE radio module 321 via a cellular/LTE link 311, and com-
municates with peer BLE 350 using BLE radio module 331
via a BLE link 351. LTE radio module 321 comprises a
transmitter and/or receiver 322 and an LTE driver controller
323. BLE radio module 331 comprises a transmitter and/or
receiver 332 and a BLE driver controller 333. The transceiv-
ers are coupled with antennas to receive RF signals and con-
vert them into baseband signals. The transceivers also convert
received baseband signals, convert them into RF signals, and
send them out to the antennas. LTE driver 323 and BLE driver
333 communicate with each other via a coexistence-signaling
interface 341. Coexistence-signaling interface 341 is also
connected to processor 342 and memory 343 of UE 320.
Processor 342 processes the received baseband signals and
invokes different functional modules to perform features in
the UE. Memory 343 stores program instructions and data to
control the operations of the UE. Although coexistence-sig-
naling interface 341 is denoted as one module, it may be a
functional module and include hardware, software, and firm-
ware implementation, similar to the LTE and BLE RF mod-
ules. For example, hardware implementation may be used for
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timing/synchronization between LTE 321 and BLE 331,
while software implementation may be used for traffic infor-
mation exchange.

In the example of FIG. 3, LTE radio module 321 is an LTE
radio module that operates at 2.300-2.400 GHz in TDD mode,
while BLE radio module 331 is a BLE radio module that
operates at 2.402-2.480 GHz. Simultaneous operation of
multiple radio modules co-located on the same physical
device, however, can suffer significant degradation including
significant interference between them because of the overlap-
ping or adjacent radio spectrums. This is especially true when
both LTE 321 and BLE 331 use TDD mode for data commu-
nication. Under TDD mode, when a scheduled communica-
tion time for data transmission for a first radio module over-
laps in time with a scheduled communication time for data
reception for a second radio module, data reception of the
second radio module can suffer due to interference from data
transmission of the first radio module. Likewise, data trans-
mission of the second radio module can interfere with data
reception of the first radio module because of concurrently
scheduled data transmission and reception.

In one novel aspect, BLE radio module 331 applies various
solutions to prevent coexistence interference with LTE radio
module 45. As illustrated in FIG. 3, BLE 331 first obtains
traffic pattern information of LTE 321 via coexistence-signal-
ing interface 341. The traffic pattern information includes
frame configuration information such as DL/UL duration and
frame length. Based on the traffic pattern, BLE 331 selects a
proper connection interval to align BLE connection event
with the frame timing of LTE traffic. In a first solution, BLE
331 adds padding bytes to BLE packets such that the total
packet length falls in a specific range to prevent coexistence
interference. In a second solution, BLE 331 limits the total
BLE packet length to the specific range to prevent coexistence
interference. In a third solution, the data rate for transmitting
the BLE packets is higher than a predefined rate to prevent
coexistence interference. In a fourth solution, BLE 331
dynamically adjusts the time inter-frame-spacing (T_IFS)
value to prevent coexistence interference. Various embodi-
ments and examples for each solution are described below
with more details.

FIG. 4 illustrates a first solution of allowing padding bytes
in BLE data packets to prevent co-existing interference in
accordance with one novel aspect. FIG. 4 shows LTE traffic
pattern of an LTE RF module 41 and BLE traffic pattern of a
collocated BLE RF module 42. In LTE TDD mode, LTE RF
module transmits and receives data via scheduled uplink (UL)
transmitting and downlink (DL) receiving time slots on a
frame-by-frame basis. For example, each LTE frame is 10 ms.
For TDD configuration #1, each frame contains a scheduled 2
ms UL for transmitting operation followed by a scheduled 3
ms DL for receiving operation, and so on so forth. On the
other hand, for BLE operation, a BLE master and a BLE slave
alternate one or more pairs of TX transmission and RX recep-
tion during a connection interval. A time inter-frame-spacing
(T_IFS) separates each TX and RX operation. For example,
each connection interval is 5 ms, and contains one or more
TX-RX pairs. Each T_IFS is 150 us long, and each TX/RX
operation ranges from 80-376 us with 1 Mbps data rate.
Because LTE41 and BLE42 are co-located in the same device
platform, with proper connection interval selection, BLE42
adds padding to BLE data packets such that the transmission
of one radio module does not overlap in time with the recep-
tion of another radio module.

In a first example of FIG. 4, an anchor point for each
connection interval is selected at time t1, which is located
within an UL duration UL1 of a LTE frame. The connection
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interval is selected as multiples of LTE UL+DL duration to
create periodicity. In addition, each connection interval con-
tains only one TX-RX pair. The first BLE data packet to be
transmitted in TX1 is a longest data packet defined in BLE.
The longest data packet has a length of 47 bytes (1 byte of
preamble+4 bytes of access address+2 bytes of payload
header+37 bytes of payload+3 bytes of CRC). If the BLE data
transmission rate is 1 Mbps, then the transmission time for
data packet in TX1 is 47*8=376 us. By selecting anchor point
t1 properly, the entire data transmission TX1 falls within the
UL duration UL1 of the LTE frame, while the following data
reception RX1 falls within the DL duration DL1 of the LTE
frame. In the next connection interval, a second BLE data
packet is to be transmitted in TX2. The original second data
packet may be much shorter in length, e.g., a data packet with
only 120 bits. To prevent coexistence interference, BLE42
adds padding bytes to the second data packet such that the
padded data packet is also equal to 376 bits. This way, the
entire data transmission TX2 after padding falls within the
UL duration UL2 of the LTE frame, while the following data
reception RX2 falls within the DL duration DL2 of the LTE
frame. It can be seen that with proper connection interval
selection, there is no concurrent transmission and reception
between BLLE42 and I.'TE41 if each BLE data packet is pad-
ded to the maximum data packet length (376 bits) as defined
in BLE.

In a second example of FIG. 4, an anchor point for each
connection interval is selected at time t2, which is located
within an UL duration UL3 of aLTE frame. Similar to the first
example, the connection interval is selected as multiples of
LTE UL+DL duration to create periodicity. In addition, each
connection interval contains only one TX-RX pair. In the
second example, however, the anchor point 12 is selected such
that the ending of data transmission TX3 of a longest BLE
data packet (with or without padding bits) aligns with the
ending the UL duration UL3 of the LTE frame. In the next
connection interval, another BLE data packet is to be trans-
mitted in TX4. This BLE data packet may be an empty pay-
load data packet, e.g. having a total length of 80 bits without
any payload. To prevent coexistence interference, BLE42
adds padding bytes to the empty data packet such that the
padded data packet is at least 376-150=226 bits. This way,
the entire data transmission TX4 after padding plus T_IFS
falls within the UL duration UL4 of the LTE frame, while the
starting of the following data reception RX4 aligns within the
starting of DL duration DL4 of the LTE frame. It can be seen
that with proper connection interval selection, there is no
concurrent transmission and reception between BLE42 and
LTE41 if each BLE data packet is padded to a data packet
length of at least 226 bits. This is because T_IFS=150 us,
which corresponds to 150 bits with 1 Mbps data rate. The 150
us thus provides extra flexibility for alignment, and extra
energy saving can be achieved by adding less padding bytes to
BLE data packets. Alternatively, a new empty payload data
packet with a length of 240 bits (instead of 80 bits) can be
defined.

FIG. 5 illustrates an example of BLE data packets with
padding length indication and padding. Each BLE data packet
comprises one byte of preamble, four bytes of access address,
two bytes of payload header, 0~37 bytes of payload, and three
bytes of CRC. The payload header further comprises PDU
type, TX address, RX address, length, and several RFU bits
that are reserved for future use. In one novel aspect, one of the
RFU bits is used to indicate the existence of padding length at
the transmitter side. For example, a digital “0” indicates no
padding, while a digital “1” indicates padding. If padding is
indicated, then a 1-byte padding length field is located imme-
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diately after the payload. The value ofthe padding length field
indicates the number of bytes in padding that follows the
padding length field. The actual number of padding bytes is
determined by the transmitter based on the original payload
length. If padding is not indicated, then there is no padding
length field, nor any padding. At the receiver side, upon
receiving each data packet, the receiver is able to know the
padding length based on the padding and padding length
indication.

In the above-illustrated example, the connection interval is
multiples of LTE UL+DL duration to create periodicity. In
addition, in order to prevent coexistence interference, only
one TX-RX pair is allowed in each connection interval. As a
result, BLE throughput is limited by the length of the connec-
tion interval. If BLE controller has many packets waiting to
be sent, then the connection interval should be a short period
to gain throughput. On the other hand, if BLE controller has
no packet to be sent, then the connection interval should be a
long period to save energy.

FIG. 6 illustrates one embodiment of dynamic connection
interval update to save energy in accordance with one novel
aspect. In the example of FIG. 6, When the BLE connection
has just established, the BLE device has no packet to be sent,
so a connection interval is set to 10 ms. Later on, when data
packets arrive, the connection interval is changed to 5 ms to
gain throughput. After the packets are transferred, the con-
nection interval is changed back to 10 ms to save power
consumption.

FIG. 7 is a flow chart of preventing co-existence interfer-
ence from a BLE master perspective in accordance with one
novel aspect. In step 701, a BLE master device obtains traffic
pattern information of a collocated L'TE radio module. The
LTE traffic pattern information LTE frame configuration
information such as DI/UL duration and frame length. In step
702, the BLE master selects a connection interval to align a
BLE connection event with the frame timing of the collocated
LTE traffic to prevent coexistence interference when the
length of BLE packet falls in a specific range. In step 703, the
BLE master waits for more user data packets from the host to
be transmitted by the BLE controller. In step 704, the BLE
master checks the length of a BLE data packet and verifies if
corresponding data transmission and reception will interfere
with the LTE traffic. If no interference, then the BLE control-
ler transmits the BLE packet to a peer BLE device in step 706
and goes back to step 703. If there is potential interference,
then the BLE master adds padding bytes to the BLE packet
such that the total packet length after padding falls in the
specific range (step 705). The BLE controller then transmits
the padded BLE packet to a peer BLE device in step 706 and
goes back to step 703. In one embodiment, the specific range
is based on a maximum BLE data packet length and the
T_IFS.

In BLE communication between a BLE master and a peer
BLE slave device, only the BLE master determines the con-
nection interval, selects the anchor point, and adds padding
bytes to BLE packets. The BLE slave, on the other hand, is not
allowed to make such decisions. For an MRT, however, either
a BLE master or a BLE slave may coexist with an LTE radio
module on the same device platform. If a BLE slave coexists
with the LTE radio module, then it would be necessary for the
BLE slave to initiate any necessary connection interval
update.

FIG. 8 illustrates one example of a slave initiated connec-
tion interval update by adding a new offset field in L2CAP
(Logic Link Control and Adaptation Protocol) packet. FIG. 8
shows an LTE traffic pattern having a DL duration followed
by an UL duration. For a collocated BLE slave device, it
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alternates RX and TX operation during a connection interval
starting at an original anchor point t1. Based on the anchor
point, however, the BLE TX operation overlaps with the DL,
duration of the LTE device thus interferes with the reception
of DL LTE traffic. It is thus desirable that the anchor point can
be moved to time t2 after applying a delaying offset. In the
example of FIG. 8, the BLE slave communicates such offset
value to the BLE master via an L2CAP packet 800. Upon
receiving the L2CAP packet 800, the BLE master is then able
to retrieve the offset and adjust the connection interval with
the desired anchor point.

FIG. 9 illustrates one example of a slave initiated connec-
tion update procedure. In the example of FIG. 9, a BLE master
901 communicates with a peer BLE slave 902, which is
collocated with another LTE RF module 903 in the same
device platform. BLE master 901 comprises a master stack
and a master link layer (LL) module, and BLE slave com-
prises a slave stack and a slave LL. module. In step 911, the
BLE master and BLE slave establish a BLE connection for
data communication. The BLE connection has an existing
connection interval decided by the BLE master 901. In step
912, the slave LL module obtains LTE traffic pattern of the
collocated LTE RF module 903. Based on the LTE traffic
pattern, the slave LL is able to determine a desired connection
interval to prevent coexistence interference. The slave LL
then calculates an offset between the desired connection
interval and the existing connection interval (e.g., the offset
between anchor point t2 and t1 as illustrated in FIG. 8). In step
913, the slave LL. module sends an HCI (Host Control Inter-
face) event with offset information to the slave stack. In step
914, the slave stack sends an L2CAP packet with offset to the
master stack, which sends an HCI command with offset to the
master LI, module in step 915. In step 916, the master LL
module sends a connection update to the slave LL module to
update the connection interval, and receives an ACK from the
slave LI, module in step 917. The BLE connection is then
updated with the desired connection interval to prevent coex-
istence interference.

FIG. 10 is a flow chart of preventing co-existence interfer-
ence from a BLE slave perspective in accordance with one
novel aspect. In step 1001, a BLE slave device obtains traffic
pattern information of a collocated LTE radio module. The
LTE traffic pattern information LTE frame configuration
information such as DL/UL duration and frame length. In step
1002, the BLE slave determines a desired connection interval
to prevent coexistence interference with the collocated LTE
radio module. The desired connection interval may be indi-
cated by an anchor point offset. In step 1003, the BLE slave
sends an L2CAP packet to a BLE master with the offset
information. In step 1004, the BLE slave receives a connec-
tion update from the BLE master to adjust the connection
interval with the offset information. In step 1005, the BLE
slave sends an acknowledgment back to the BLE master to
complete the connection interval update.

FIG. 11 illustrates a second solution of limiting BLE data
packet length to prevent co-existing interference in accor-
dance with one novel aspect. As illustrated in FIG. 11, Every
BLE data packet comprises one byte of preamble, four bytes
of'access address, two bytes of payload header, 0-37 bytes of
payload, and three bytes of CRC. Therefore, each BLE data
packet ranges from 80 bits (e.g., an empty payload data
packet) to 376 bits (e.g., a data packet with maximum payload
of'37 bytes). With 1 Mbps data rate, the transmission time for
an empty payload data packet is 80 us, while the transmission
time for the longest BLE data packet is 376 us.

In one novel aspect, the anchor point of a BLE connection
interval is selected such that a BLE packet with payload size
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limited to a specific range does not result in coexistence
interference with collocated LTE traffic. In the example of
FIG. 11, the anchor point t is selected such that the starting of
a BLE reception operation (RX1) is aligned to the ending of
an LTE UL duration after a BLE transmission operation
(TX1) of an empty payload data packet. With such alignment,
the BLE data reception will not be interfered by the LTE UL
transmission. In addition, because the T_IFS is defined to be
150 us in BLE, if the transmission operation of a BLE packet
is less than 80+150=230 us, then there will be no overlapping
between the BLE transmission and any LTE DL duration.
Thus, if the BLE packet length is limited to 28 bytes with 18
bytes payload, e.g., 28%8=224 us<230 us, then the BLE data
transmission TX2 will not interfere any LTE DL reception. As
aresult, there will be no coexisting interference between BLE
and collocated LTE radio.

FIG. 12 illustrates a third solution of selecting anchor point
with high BLE data rate to prevent co-existing interference in
accordance with one novel aspect. Similar to FIG. 11, as
illustrated in FI1G. 12, Every BLE data packet comprises one
byte of preamble, four bytes of access address, two bytes of
payload header, 0~37 bytes of payload, and three bytes of
CRC. Therefore, each BLE data packet ranges from 80 bits
(e.g., an empty payload data packet) to 376 bits (e.g., a data
packet with maximum payload of 37 bytes). With 1 Mbps data
transmission rate, the transmission time for the longest data
packet is 376 us. However, if the data rate for payload is
increased to 2 Mbps, then the transmission time for the long-
est data packet is 80 us+148 us=228 us. Alternatively, if the
data rate for the entire packet is increased to 2 Mbs, then the
transmission time for the longest packet is only 40 us+148
us=188 us.

In one novel aspect, the anchor point of a BLE connection
interval is selected such that a BLE packet with any payload
size does not result in coexistence interference with collo-
cated LTE traffic at a specific data rate. In the example of FIG.
12, the anchor point t is selected such that the starting of a
BLE reception operation (RX1) is aligned to the ending of an
LTE UL duration after a BLE transmission operation (TX1)
of an empty payload data packet. With such alignment, the
BLE data reception will not be interfered by the LTE UL
transmission. In addition, because the T_IFS is defined to be
150 us in BLE, if the transmission operation of a BLE packet
is less than 80+150=230 us, then there will be no overlapping
between the BLE transmission and any LTE DL duration.
However, if the BLE data rate is 1 Mbps, then the transmis-
sion time TX2 for the longest BLE packet is 376 us, which is
longer than 230 us. On the other hand, if the BLE data rate for
payload transmission is increased to 2 Mbps, then the trans-
mission time TX3 of the longest BLE packet is 228 us (<230
us), which guarantees no coexisting interference between
BLE and collocated LTE radio. Therefore, by increasing the
BLE data rate, coexisting interference can be prevented with
a proper connection interval and anchor point selection.

FIG. 13 is a flow chart of preventing co-existence interfer-
ence via the second and the third solution in accordance with
one novel aspect. In step 1301, a BLE radio module obtains
traffic pattern information of a collocated LTE radio module.
The LTE traffic pattern information LTE frame configuration
information such as DI/UL duration and frame length. In step
1302, the BLE radio module receives a BLE data packet to be
transmitted from the BLE radio module to a peer BLE device.
In step 1503, the BLE radio module selects a connection
interval and anchor time to align a BLE connection event with
a frame timing of the collocated LTE radio module. With
proper alignment, the corresponding BLE data transmission
and the following BLE data reception do not interfere or be
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interfered by the LTE traffic when a data transmission time of
the BLE data packet is within a specific range. In step 1304,
the BLE radio module transmits the BLE data packet to the
peer BLE device. Each BLE data transmission and the fol-
lowing BLE data reception is separated with a fixed time
inter-frame-spacing (T_IFS). In one example, the BLE data
packet has a packet length smaller than a predefined length
based on the T_IFS. In another example, the data rate for
transmitting the entire BLE data packet or the payload of the
BLE data packet is higher than a predefined rate based on the
T_IFS.

FIG. 14 illustrates a fourth solution of dynamically adjust-
ing BLE T_IFS to prevent co-existing interference in accor-
dance with one novel aspect. With fixed T_IFS, it is difficult
to prevent concurrent BLE transmission and LTE reception or
concurrent BLE reception and LTE transmission. In one
novel aspect, the T_IFS length is dynamically adjusted based
on the length of the data packet to be transmitted and the LTE
frame timing such that the following BLE reception is not
interfered by LTE UL transmission. As illustrated in FIG. 14,
a connection interval is first selected such that data transmis-
sion TX1 does not interfere any LTE DL reception. The length
of TX1 lasts 376 us for transmitting a longest BLE packet
with 376 bits. If the next transmission TX2 is reduced to 300
us for transmitting a 300 bits packet, then there still is no
coexistence interference because the original T_IFS length
introduces some level of flexibility. However, if the next
transmission TX3 is reduced to 250 us for transmitting a 250
bits data packet, then the original T_IFS length is not suffi-
cient, and is therefore increased with a first offset value ‘A’
such that the following reception RX3 is not interfered by any
LTE UL transmission. Finally, if the next transmission TX4 is
further reduced to 80 us for transmitting an empty payload
data packet, then the original T_IFS is increased with a sec-
ond offset value ‘B’, which is longer than offset value ‘A’,
such that the following reception RX4 is not interfered by any
LTE UL transmission.

FIG. 15 is a flow chart of preventing co-existence interfer-
ence via the fourth solution in accordance with one novel
aspect. In step 1501, a BLE radio module obtains traffic
pattern information of a collocated LTE radio module. The
LTE traffic pattern information LTE frame configuration
information such as DL/UL duration and frame length. In step
1502, the BLE radio module receives a data packet to be
transmitted from the BLE radio module to a peer BLE device.
In step 1503, the BLE radio module selects a connection
interval and anchor point such that the data transmission of
the data packet does not interfere any DL reception of the
collocated LTE device. The data transmission operation is
followed by a data reception operation after a default T_IFS.
In step 1504, the BLE radio module adjusts the default T_IFS
length such that the following data reception is not interfered
by any UL transmission of the collocated LTE device. The
T_IFS adjustment is based on the LTE traffic pattern and the
transmitted data packet length.

Although the present invention has been described in con-
nection with certain specific embodiments for instructional
purposes, the present invention is not limited thereto. Accord-
ingly, various modifications, adaptations, and combinations
of various features of the described embodiments can be
practiced without departing from the scope of the invention as
set forth in the claims.

What is claimed is:

1. A method comprising:

obtaining traffic pattern information of a second radio

module by a first Bluetooth low energy (BLE) radio
module;
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receiving a BLE data packet needs to be transmitted by the
BLE radio module;

selecting a connection interval to align a BLE connection
event with a frame timing of the second radio module,
wherein the corresponding BLE data transmission and 3
following BLE data reception do not interfere or be
interfered with traffic on the second radio module when
a data transmission time of the BLE data packet is within
is a specific range; and

transmitting the BLE data packet to a BLE peer device.

2. The method of claim 1, wherein each BLE data trans-

mission and following BLE data reception is separated with a
fixed time inter-frame-spacing (T_IFS).

3. The method of claim 2, wherein the BLE data packethas |

a packet length smaller than a predefined length based on the
T_IFS.

4. The method of claim 2, wherein the data rate for trans-

mitting the entire BLE data packet is higher than a predefined
rate based on the T_IFS.

20
5. The method of claim 2, wherein the data rate for trans-

mitting a payload of the BLE data packet is higher than a
predefined rate based on the T_IFS.

6. A wireless device comprising:

a first Bluetooth low energy (BLE) radio module that
obtains traffic pattern information of a second radio
module;

a receiver that receivers a BLE data packet needs to be
transmitted by the BLE radio module;

a BLE controller that selects a connection interval to align
a BLE connection event with a frame timing of the
second radio module, wherein the corresponding BLE
data transmission and following BLE data reception do
not interfere or be interfered with traffic on the second
radio module when a data transmission time of the BLE
data packet is within is a specific range; and

a transmitter that transmits the BLE data packet to a BLE
peer device.

7. The device of claim 6, wherein each BLE data transmis-

sion and following BLE data reception is separated with a
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fixed time inter-frame-spacing (T_IFS).

8. The device of claim 7, wherein the BLE data packet has

a packet length smaller than a predefined length based on the
T_IFS.

9. The device of claim 7, wherein the data rate for trans- ,

mitting the entire BLE data packet is higher than a predefined
rate based on the T_IFS.

10. The device of claim 7, wherein the data rate for trans-

mitting a payload of the BLE data packet is higher than a
predefined rate based on the T_IFS.

50
11. A method comprising:

obtaining traffic pattern information of a co-located radio
module by a first Bluetooth low energy (BLE) radio
module;
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receiving a data packet to be transmitted by the first BLE
radio module;

selecting a connection interval such that the data transmis-
sion of the data packet does not interfere data reception
of the co-located radio module, wherein the data trans-
mission is followed by a data reception after a time
inter-frame-spacing (T_IFS); and

adjusting the T_IFS such that the data reception of the first
BLE radio module is not interfered by a subsequent data
transmission from peer BLE devices.

12. The method of claim 11, wherein the data reception
refers to receiving a first acknowledgement from a first peer
BLE device, and wherein the subsequent data transmission
refers to a second acknowledgment from a second peer BLE
device.

13. The method of claim 11, wherein the first BLE radio
module is a BLE master, and wherein the adjusted T_IFS is
delivered from the BLE master to the peer BLE devices.

14. The method of claim 13, wherein the adjusted T_IFS
indicates a timing offset for the peer BLE devices to reply an
acknowledgement to the BLE master.

15. The method of claim 13, wherein different adjusted
T_IFSs are delivered to each of the peer BLE devices to
indicate different timing offsets.

16. A wireless device comprising:

a first Bluetooth low energy (BLE) radio module that
obtains traffic pattern information of a co-located radio
module;

a receiver that receives a data packet to be transmitted by
the BLE radio module; and

a BLE controller that selects a connection interval such that
the data transmission of the data packet does not inter-
fere data reception of the co-located radio module,
wherein the data transmission is followed by a data
reception after a time inter-frame-spacing (T_IFS), and
wherein the BLE controller also adjusts the T_IFS such
that the data reception of the BLE controller is not inter-
fered by a subsequent data transmission from peer BLE
devices.

17. The device of claim 16, wherein the data reception
refers to receiving a first acknowledgement from a first peer
BLE device, and wherein the subsequent data transmission
refers to a second acknowledgment from a second peer BLE
device.

18. The device of claim 16, wherein the first BLE radio
module is a BLE master, and wherein the adjusted T_IFS is
delivered from the BLE master to the peer BLE devices.

19. The device of claim 18, wherein the adjusted T_IFS
indicates a timing offset for the peer BLE devices to reply an
acknowledgement to the BLE master.

20. The device of claim 18, wherein different adjusted
T_IFSs are delivered to each of the peer BLE devices to
indicate different timing offsets.
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